= Indira Gandhi Engineering College, Sagar,Jabalpur Road, Baheriya
Gadgad, Near Makronia Railway Station, Sagar — 470021

Email Id - prinigec.sgr@mp.gov.in

INVITATION FOR QUOTATION
Package Code; TEQIP-111/2019MP/igec/76 [ L0 ,9_ Current Date: 10-Dec-2019
Package Name: 1G EC/EC-IT/EQIP/01 Method: Shopping Goods

For uploading on the Institute Website

Subject: INVITATION FOR QUOTATION FOR SUPPLY OF GOODS
Dear Sir,

1. You are invited to submit your most competitive quotation for the following goods with item wise
detailed specifications given at Annexure I,

Sr. | Item Name Quantity | Place of Delivery Installation Requirement (if any)

No

1 Smart Class 3 L.G. Engineering College, | Installation should be done free of
Room  Sagar cost.

2. Government of India has received a credit from the International Development Association (IDA)

towards the cost of the Technical Education Quality Improvement Programme [TEQIP]-

Phase III Project and intends to apply part of the proceeds of this credit to eligible payments

under the contract for which this invitation for quotations is issued.

Quotation

3.1 The contract shall be for the full quantity as described above.

3.2 Corrections, if any, shall be made by crossing out, initialling, dating and re writing.

3.3 All duties and other levies payable by the supplier under the contract shall be included in the
unit Price.

3.4 Applicable taxes shall be quoted separately for all items.

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and shall not be
subject to adjustment on any account.

3.6 The Prices should be quoted in Indian Rupees only.

4. Each bidder shall submit only one quotation.

5. Quotation shall remain valid for a period not less than 90 days after the last date of quotation

submission.

6. Evaluation of Quotations: The Purchaser will evaluate and com pare the quotations determined to

be Substantially responsive, i.e., which

6.1 are properly signed; and '

6.2 Confirm to the terms and conditions, and specifications.

The Quotations would be evaluated for all items together.

Award of contract - The Purchaser will award the contract to the bidder whose quotation has been

determined to be substantially responsive and who has offered the lowest evaluated quotation

price.

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any quotations
and to cancel the bidding process and reject all quotations at any time prior to the award of
Contract.

8.2 The bidder whose bid is accepted will be notified of the award of contract by the Purchaser
prior to expiration of the quotation validity period. The terms of the accepted offer shall be
incorporated in the purchase order.

9. Payment shall be made in Indian Rupees as follows:

!.a-'l

%0 =

Payment Description Expected Delivery Period (in | Payment

- Days) Percentage
Satisfactory Delivery, Acceptance, 30 100
Installation & Testing

10. Liquidated Damages will be applied as per the below:
Liquidated Damages Per Day Min % : N/A
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11.

12.
13.
14,
15.
16.
17.

18.
19.
20.
21.
22,
23.

24.

25.

Liquidated Damages Max % : N/A

All supplied items are under warranty of 24 mon
items and AMC/Others is No.

You are requested to provide your offer latest by 14:30 hours on 24-Dec-2019.

Detailed specifications of the items are at Annexure 1.

Training Clause (if any) Yes

Testing/Installation Clause (if any) Yes

Performance Security shall be applicable: 0% .
Information brochures/ Product catalogue, if any must be accompanied with the quotation clearly
indicating the model quoted for.

Sealed quotation to be submitted/ delivered at the address mentioned below, Indira Gandhi
Engineering College, Sagar, Jabalpur Road, Baheriya Gadgad, Near Makronia Railway
Station, Sagar — 470021

Any Supplier is allowed to be present at the time of opening of quotations.

Technical details, catalogues, etc. should be enclosed along with quotation.

Delivery period should be mentioned for the equipments/ materials.

Full description of equipments/ materials should be enclosed along with manufacturer’s name.

All disputes with regard to the purchase of equipments/ materials etc. will be subject to the
jurisdiction of Court at Sagar, M. P. only.

Please mention following on top of the sealed quotation submission envelope —

24.1 TEQIP-1II
24.2 Package Code

24.3 Don’t open before 14:30 PM on 24 Dec, 2019.
We look forward to receiving your quotation and thank you for your interest in this project.

ths from the date of successful acceptance of

- (Authorig(}i{ignatory)

Name & Designation

Principal JProject Qx_rector
TEQIP- mi(l.x)

IGEC, Szgar (#4.P)
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4 Annexure |

Annexure |
Sr. Item Specifications
No Name
1 Smart Class Co?struclion: Wall hanging structure with sliding arrangement and locking fucility with-
Room white board (65 inches diagonal) in front,

Touch LED Display: Backlight- LED (Backlit), Digplay- Colour 16 million colours (8 bit),
Active Screen Size (Diagonal)- 165.1 ¢cm (65 inch), Aspect Ratio- 16:9, Resolution- 1920 x
1080 (Full HD), Orientation- Landscape, Drightness- 500 cd/m2, Contrast- 15000:1,
Response Time- § ms, Video / Audio System- PAL / NTSC / SECAM, AV Inputs / Quiputs,
Inputs: USB port for Androld x 2, VGA IN x 1, HDMI x 3, USD for Touch (Type B) x 1,
LAN Port for Android x 1, Earphone Jack, SDIF, RS-232, YPbPr, Video IN, USDB 2.0 x 4,
VGA x 1 Outputs: Video Out, VGA Out x 1, Audio Out x 1, Speaker Output Power- 15W x
2 (front throw), Power Consumption- Maximum < 400W; Standby Mode < 0.5W, Working
Voltage- 230V AC +/- 10%, 50 Hz, Duty Cycle- 16 x 7, Viewing Angle- 178:178
(Horizontal/Vertical), Annotation/Signage Software- Annotation Features like draw, choose,
pens, annotate, erase, color, shapes, sizes, text, edit, fonts, stamp, move, capture picture,
video, save, rotate, undo, image gallery, print, floating keyboard, background ctc. Network
classroom feature 1o conduct remote teaching by having interaction through all the three
types of media Audio, Video and Text, Accessories- Power cable, Remote control, Wall
mount kit, User Manual and other connecting cables.

Touch: Touch Surface- Anti Glare Toughened Glass, Touch Sensor- IR, HID Support-
Available, Touch Points- Multi touch 6 Points writing, 10 points touch, Writing Tools- Pen
or Finger, Touch Resolution- 32767*32767, Scan Speed- 10 ms, Cursor Speed- 125 points
/sec, Positioning Accuracy- 1 mm, Communication Interface- USD.

DTS: Cabinet- Wall mounted lockable enclosure to keep PC, Visualizer, Controller and
Biometric attendance device, Material of the Cabinet- CRCA Steel Sheet, Powder coated
(1.2mm thickness), CPU cabinet / processor- 2 ltr. volume / Intel Core i3 (8th gencration),
Base frequency 3.0 GHz, RAM- 4 GB (upgradable upto 32GB), Hard Disk- 1 TB, Ports-
HDMI x 1, USB2.0/3.1 x 6, Display Port x 2, LAN Port x 1, Inbuilt Wifi-Inbuilt Wifi /
Wireless LAN Card, Keyboard and Mouse- Wireless Keyboard and Mouse, /O ports on
front panel- HDMI IN, VGA IN, USB 3.0 x 2, Computer Audio IN, LAN Port, Power
socket Operating System- Windows 10 Professional (Academic), Central Controller-
Available with System Power On/off, PC on/off, Projector/ display on/off, volume control
keys, mute, touch pad keys, external PC input, VGA input etc.

UPS: Capacity- 1 KVA, Power Backup- 15-20 minutes of backup time, Battery- Inbuilt
batteries, Casing- Provided, Audio System- Two speakers 50 W RMS each and 100 watts
RMS amplifier housed in array.

Inbuilt Visualizer: Type- Portable, Technology- CMOS, Capture Size / Image Size-
Minimum A4 Size (210 x 297mm), Native Resolution- Full HD (1920 x 1080), Video
Frame Rates- 30 FPS, Optical Zoom- 12x, Digital Magnification- 8x12x, Focus
Arrangement- Automatic, Camera Rotation- 180 degrees in horizontal, 180 degrees in
vertical alignment, Light Source- White LED.,

Biometric Attendance Device: Display - 2.5” Color Display, Fingerprint Sensor- Optical
sensor for capturing fingerprints, Communication- USB, TCP/IP Identification modes, EM
Card, Fingerprint and Password, Failure Rate- Recognition failure better than 0.001% &
Acceptance failure better than 0.1%, Recognition Speed- < 1 second, Capacity- 1000 finger
prints Permissions 5 groups, 50 open time, 10 kind of combinations to open door, Power-

DC 12V/1A.
%
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